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W15A

Display 
performance

Screen type 15.6”TFT LCD ；
Max Resolution 1920x1080 ；

Brightness 250cd/ ㎡；
Contrast ratio 800:1 ；

Touch screen Capacitive touch screen

Configuration
Processor Onboard Intel® Celeron J1900 2.0Ghz quad core, non-replaceable.

Chipset Intel®BayTrail
Memory Support 1 x 204Pin DDR3L SO-DIMM slot，support up to 8GB

I/O interface

LAN 2 x RJ45 10/100/1000Mbps LAN port(LAN1 support wake-on LAN)
Display Support VGA,HDMI dual display

USB 1x USB3.0+5 x USB2.0

COM 6 x COM,COM1 support RS232/485/422 optional(MAX)，RS-232 by default，COM2~ COM6 
with RS-232 mode.

Audio 1 x Audio port(support MIC-IN,LINE-OUT)
Expansion Expansion slot 1 x M-SATA (can realize 4G or storage function, cannot be used at the same time)

Storage
HDD 1 x SATA(optional 2.5”HDD or SSD)

M-SATA/M.2 1 x M-SATA(can realize 4G or storage function, cannot be used at the same time)

Working environment
0℃～ +45℃ (HDD)
0℃～ +55℃ (wide temperature SSD/M-SATA),
Note：The air velocity of the entire PC must be greater than 0.7m/s.

Storage environment -40℃～ +85℃ , humidity：5% ～ 95%(non-condensing)

Dimension 407mm（W）×259.3mm（D）×86.1mm（H）

Front panel material High-strength aluminum alloy panel, meets IP65

Installation method Embedded type, standard VESA holder

Power supply
1 x 2Pin phoenix terminal type power interface,
1 x 2Pin phoenix terminal type remote switch interface,
External AC 220V power adapter,Or DC 12V input.

OS Support WIN7(32/64bit), WIN10, LINUX(2.6 kernel),etc.

Specifications

Dimensions

※ The pictures are for reference only, the appearance is subject to the actual product, and all product specifications are subject to change without prior notice.
※ The final interpretation right of the above content belongs to EVOC Intelligent Technology Co., Ltd.

Leading supplier of Industrial Internet solution in China
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Interface diagram
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W15A Panel button diagram

W15A Interface diagram

P/N. Description Specification

0010-170871 W15A-02

15.6”low power Panel PC(complete PC) /Intel®BayTrail chipset/Celeron J1900/4G 
memory/128G SSD/6xCOM/ 1xUSB3.0+ 5xUSB2.0/2xGBE/1xVGA/1xHDMI/1xLine-
out/1xMIC/12V Dc power supply /1x12V power adapter/aluminum alloy front panel /
capacitive touch screen

0020-066211 W15A-02
15.6”low power Panel PC(barebone system) /Intel®BayTrail chipset/Celeron J1900 /No 
memory/No HDD/6xCOM/ 1xUSB3.0+ 5xUSB2.0/2xGBE/1xVGA/1xHDMI /1xLine-out/1xMIC/12V 
DC power /No power adapter/ aluminum alloy front panel /capacitive touch screen

Ordering information

Note：
The above structure diagram and interface configuration are for reference only. 
For more sizes and configurations, please contact the sales.
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